
SPAN

FEET-INCHES
(METERS)

UNIFORMLY 
DISTRIBUTED LOAD

CENTER  
POINT LOAD

THIRD 
POINT LOAD

Total Load = Point Load X 2

QUARTER 
POINT LOAD

Total Load = Point Load X 3

FIFTH 
POINT LOAD

Total Load = Point Load X 4

TOTAL LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

5 
(1.524)

63,225 
(28678.38)

0.08 
(2.03)

45,217 
(20510.09)

0.09 
(2.29)

31,612 
(14338.96)

0.11 
(2.79)

21,075 
(9559.46)

0.10 
(2.54)

15,806 
(7169.48)

0.10 
(2.54)

10 
(3.048)

45,100 
(20457.02)

0.45 
(11.43)

22,549 
(10228.05)

0.37 
(9.4)

16,912 
(7671.15)

0.11 
(2.79)

11,275 
(5114.25)

0.44 
(11.18)

9,395 
(4261.5)

0.46 
(11.68)

15 
(4.572)

29,370 
(13322.01)

1.00 
(25.4)

18,175 
(8244.04)

1.00 
(25.4)

10,548 
(4784.49)

1.00 
(25.4)

7,634 
(3462.72)

1.00 
(25.4)

6,059 
(2748.32)

1.00 
(25.4)

20 
(6.096)

16,340 
(7411.7)

1.34 
(34.04)

10,110 
(4585.82)

1.33 
(33.78)

5,867 
(2661.23)

1.33 
(33.78)

4,247 
(1926.41)

1.33 
(33.78)

3,370 
(1528.61)

1.33 
(33.78)

25 
(7.62)

10,250 
(4649.32)

1.67 
(42.42)

6,351 
(2880.77)

1.67 
(42.42)

3,685 
(1671.49)

1.67 
(42.42)

2,668 
(1210.18)

1.67 
(42.42)

2,117 
(960.26)

1.67 
(42.42)

30 
(9.14)

6,930 
(3143.4)

2.00 
(50.8)

4,286 
(1944.1)

2.00 
(50.8)

2,487 
(1128.08)

2.00 
(50.8)

1,800 
(816.47)

2.00 
(50.8)

1,429 
(648.18)

2.00 
(50.8)

35 
(10.67)

4,900 
(2222.6)

2.34 
(59.44)

3,022 
(1370.76)

2.34 
(59.44)

1,754 
(795.6)

2.34 
(59.44)

1,269 
(575.61)

2.34 
(59.44)

1,007 
(456.77)

2.34 
(59.44)

40 
(12.19)

3,520 
(1596.65)

2.67 
(67.82)

2,184 
(990.65)

2.67 
(67.82)

1,267 
(574.7)

2.67 
(67.82)

917 
(415.94)

2.67 
(67.82)

728 
(330.22)

2.67 
(67.82)

45 
(13.72)

2,565 
(1163.46)

3.00 
(76.2)

1,594 
(723.03)

3.00 
(76.2)

925 
(419.57)

3.00 
(76.2)

670 
(303.91)

3.00 
(76.2)

531 
(240.86)

3.00 
(76.2)

50 
(15.24)

1,850 
(839.15)

3.34 
(84.84)

1,158 
(525.26)

3.34 
(84.84)

672 
(304.81)

3.34 
(84.84)

487 
(220.9)

3.34 
(84.84)

386 
(175.09)

3.34 
(84.84)

55 
(16.76)

1,320 
(598.74)

3.67 
(93.22)

823 
(373.31)

3.67 
(93.22)

478 
(216.82)

3.67 
(93.22)

346 
(156.94)

3.67 
(93.22)

274 
(124.28)

3.67 
(93.22)

60 
(18.28)

900 
(408.23)

4.00 
(101.6)

556 
(252.2)

4.00 
(101.6)

323 
(146.51)

4.00 
(101.6)

234 
(106.14)

4.00 
(101.6)

185 
(83.91)

4.00 
(101.6)

6” X 12” EXTRUSION LOAD TABLE CENTER POINT LOAD 
WITHOUT SPLICE

RELEASE DATE:
6/20/2025



SPAN

FEET-INCHES
(METERS)

UNIFORMLY 
DISTRIBUTED LOAD

CENTER  
POINT LOAD

THIRD 
POINT LOAD

Total Load = Point Load X 2

QUARTER 
POINT LOAD

Total Load = Point Load X 3

FIFTH 
POINT LOAD

Total Load = Point Load X 4

TOTAL LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

5 
(1.524)

63,225 
(28678.38)

0.08 
(2.03)

45,217 
(20510.09)

0.09 
(2.29)

31,612 
(14338.96)

0.11 
(2.79)

21,075 
(9559.46)

0.10 
(2.54)

15,806 
(7169.48)

0.10 
(2.54)

10 
(3.048)

45,100 
(20457.02)

0.45 
(11.43)

22,549 
(10228.05)

0.37 
(9.4)

16,912 
(7671.15)

0.11 
(2.79)

11,275 
(5114.25)

0.44 
(11.18)

9,395 
(4261.5)

0.46 
(11.68)

15 
(4.572)

29,370 
(13322.01)

0.87 
(22.1)

18,175 
(8244.04)

0.87 
(22.1)

10,548 
(4784.49)

0.87 
(22.1)

7,634 
(3462.72)

0.87 
(22.1)

6,059 
(2748.32)

0.87 
(22.1)

20 
(6.096)

16,340 
(7411.7)

1.34 
(34.04)

10,110 
(4585.82)

1.33 
(33.78)

5,867 
(2661.23)

1.33 
(33.78)

4,247 
(1926.41)

1.33 
(33.78)

3,370 
(1528.61)

1.33 
(33.78)

25 
(7.62)

10,250 
(4649.32)

1.67 
(42.42)

6,351 
(2880.77)

1.67 
(42.42)

3,685 
(1671.49)

1.67 
(42.42)

2,668 
(1210.18)

1.67 
(42.42)

2,117 
(960.26)

1.67 
(42.42)

30 
(9.14)

6,930 
(3143.4)

2.00 
(50.8)

4,286 
(1944.1)

2.00 
(50.8)

2,487 
(1128.08)

2.00 
(50.8)

1,800 
(816.47)

2.00 
(50.8)

1,429 
(648.18)

2.00 
(50.8)

35 
(10.67)

4,900 
(2222.6)

2.34 
(59.44)

3,022 
(1370.76)

2.34 
(59.44)

1,754 
(795.6)

2.34 
(59.44)

1,269 
(575.61)

2.34 
(59.44)

1,007 
(456.77)

2.34 
(59.44)

40 
(12.19)

3,520 
(1596.65)

2.67 
(67.82)

2,184 
(990.65)

2.67 
(67.82)

1,267 
(574.7)

2.67 
(67.82)

917 
(415.94)

2.67 
(67.82)

728 
(330.22)

2.67 
(67.82)

45 
(13.72)

2,565 
(1163.46)

3.00 
(76.2)

1,594 
(723.03)

3.00 
(76.2)

925 
(419.57)

3.00 
(76.2)

670 
(303.91)

3.00 
(76.2)

531 
(240.86)

3.00 
(76.2)

50 
(15.24)

1,850 
(839.15)

3.34 
(84.84)

1,158 
(525.26)

3.34 
(84.84)

672 
(304.81)

3.34 
(84.84)

487 
(220.9)

3.34 
(84.84)

386 
(175.09)

3.34 
(84.84)

55 
(16.76)

1,320 
(598.74)

3.67 
(93.22)

823 
(373.31)

3.67 
(93.22)

478 
(216.82)

3.67 
(93.22)

346 
(156.94)

3.67 
(93.22)

274 
(124.28)

3.67 
(93.22)

60 
(18.28)

900 
(408.23)

4.00 
(101.6)

556 
(252.2)

4.00 
(101.6)

323 
(146.51)

4.00 
(101.6)

234 
(106.14)

4.00 
(101.6)

185 
(83.91)

4.00 
(101.6)

6” X 12” EXTRUSION LOAD TABLE CENTER POINT LOAD 
WITH SPLICE (INTERNAL SPLICE TUBE)

RELEASE DATE:
6/20/2025



SPAN

FEET-INCHES
(METERS)

UNIFORMLY 
DISTRIBUTED LOAD

CENTER  
POINT LOAD

THIRD 
POINT LOAD

Total Load = Point Load X 2

QUARTER 
POINT LOAD

Total Load = Point Load X 3

FIFTH 
POINT LOAD

Total Load = Point Load X 4

TOTAL LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

POINT LOAD

POUNDS
(kg)

DEFLECTION

INCHES
(mm)

5 
(1.524)

7,405
(3358.85)

0.01
(0.25)

7,406
(3359.31)

0.02
(0.51)

3,703
(1679.65)

0.01
(0.25)

2,469
(1119.92)

0.01
(0.25)

1,851
(839.6)

0.01
(0.25)

10 
(3.048)

7,330
(3324.83)

0.08
(2.03)

5,431
(2463.46)

0.09
(2.29)

3,663
(1661.51)

0.10
(2.54)

2,442
(1107.67)

0.10
(2.54)

1,832
(830.98)

0.09
(2.29)

15 
(4.572)

7,110
(3225.04)

0.25
(6.35)

3,555
(1612.52)

0.20
(5.08)

2,667
(1209.73)

0.26
(6.6)

1,777
(806.03)

0.24
(6.1)

1,481
(671.77)

0.25
(6.35)

20 
(6.096)

5,200
(2358.68)

0.44
(11.18)

2,597
(1177.98)

0.36
(9.14)

1,948
(883.6)

0.46
(11.68)

1,298
(588.76)

0.43
(10.92)

1,082
(490.79)

0.45
(11.73)

25 
(7.62)

4,000
(1814.37)

0.69
(17.53)

2,006
(909.91)

0.57
(14.48)

1,505
(682.66)

0.71
(18.03)

1,003
(454.95)

0.67
(17.02)

836
(379.2)

0.70
(17.78)

30 
(9.14)

3,210
(1456.03)

0.99
(25.15)

1,599
(725.29)

0.83
(21.08)

1,199
(543.86)

1.03
(26.16)

800
(362.87)

0.96
(24.38)

666
(302.09)

1.00
(25.4)

35 
(10.67)

2,590
(1174.8)

1.35
(34.29)

1,297
(588.31)

1.14
(28.96)

973
(441.35)

1.39
(35.31)

649
(294.38)

1.31
(33.27)

541
(245.39)

1.36
(34.54)

40 
(12.19)

2,120
(961.62)

1.77
(44.96)

1,061
(481.26)

1.50
(38.1)

796
(361.06)

1.82
(46.23)

530
(240.4)

1.71
(43.43)

442
(200.49)

1.78
(45.21)

45 
(13.72)

1,755
(796.05)

2.24
(56.9)

868
(393.72)

1.93
(49.02)

651
(295.29)

2.30
(58.42)

434
(196.86)

2.17
(55.12)

362
(164.2)

2.25
(57.15)

50 
(15.24)

1,400
(635.03)

2.76
(70.1)

706
(320.24)

2.42
(61.47)

530
(240.4)

2.83
(71.88)

353
(160.12)

2.69
(68.33)

294
(133.36)

2.78
(70.61)

55 
(16.76)

1,155
(523.9)

3.34
(84.84)

566
(256.73)

2.98
(75.69)

425
(192.78)

3.41
(86.61)

283
(128.37)

3.27
(83.06)

236
(107.05)

3.36
(85.34)

60 
(18.28)

900
(408.23)

3.98
(101.09)

443
(200.94)

3.61
(91.69)

323
(146.51)

3.99
(101.35)

222
(100.7)

3.90
(99.06)

185
(83.91)

3.99
(101.35)

6” X 12” EXTRUSION LOAD TABLE CENTER POINT LOAD 
WITH SPLICE (SPLICE BAR)

RELEASE DATE:
6/20/2025
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