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6” ALUMINUM TRUSS WITH SPLICE
(SPLICE PLATE AT CONNECTIONS)

Y ..
Y o "

PRET

UNIFORMLY CENTER THIRD QUARTER FIFTH
DISTRIBUTED LOAD POINT LOAD POINT LOAD POINT LOAD POINT LOAD
Total Load = Point Load X 2 Total Load = Point Load X 3 Total Load = Point Load X 4

TRUSS SPAN
FEET-INCHES JRIEIININILY — — 3 —r 3 ¥ ~
(METERS)

TOTAL LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION

POUNDS INCHES POUNDS INCHES POUNDS INCHES POUNDS INCHES POUNDS INCHES

(kg) (mm) (kg) (mm) (kg) (mm) (kg) (mm) (kg) (mm)
5’-0” 4,980 0.08 2,490 0.07 1,868 0.08 1,245 0.08 1,038 0.08
(1.52 m) (2,259) (2.03) (1,129) (1.78) (847) (2.03) (565) (2.03) (471) (2.03)
10°-0” 2,460 0.32 1,231 0.26 923 0.33 615 0.31 513 0.32
(3.05m) ane) (8.13) (558) (6.60) (419) (8.38) (279) (7.87) (233) (8.13)
15°-0” 1,605 0.73 805 0.59 604 0.75 402 0.70 335 0.73
(4.57 m) (728) (18.54) (365) (14.99) (274) (19.05) (182) 17.78) (152) (18.54)
20’-0” 1,180 1.30 587 1.06 440 1.33 293 1.25 245 1.30
(6.10 m) (535) (33.02) (266) (26.92) (200) (33.78) 133) (31.75) am (33.02)
25’-0” 900 2.03 452 1.66 339 2.08 226 1.96 189 2.03
(7.62 m) (408) (51.56) (205) (4216) 154) (52.83) (103) (49.78) (86) (51.56)
30’°-0” 720 2.92 360 2.42 270 3.00 180 2.82 150 2.92
(9.14 m) (327) (7417) 163) (61.47) 122) (76.20) (82) (71.63) (68) (74.17)

ALL LOAD VALUES ARE BASED ON THE ASSUMPTIONS AND GUIDELINES LISTED BELOW. ALL BIAXIAL LOADING, DYNAMIC LOADS, FIXED FRAMES, TORSIONAL FORCES,
CANTILEVERS, AND SPANS LONGER THAN MAXIMUM LISTED IN THE TABLE SHALL BE REVIEWED BY A LICENSED ENGINEER

. THE TRUSS WAS ANALYZED AS A SIMPLE SPAN BEAM WITH SUPPORTS AT TRUSS ENDS ONLY.

. ALL LOADS ARE ASSUMED TO BE APPLIED VERTICALLY TO THE TRUSS.

. ALL LOADS ARE STATIC, NO DYNAMIC OR SHOCK LOADING WAS CONSIDERED IN THE ANALYSIS.

. ALL LOADS ARE APPLIED CENTERED BETWEEN THE WALLS, SUCH THAT TORSIONAL FORCES ARE NOT INDUCED IN THE TRUSS.
. THE SELF-WEIGHT OF THE TRUSS HAS BEEN CONSIDERED IN THE ANALYSIS.
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MAXIMUM DEFLECTION IS LIMITED TO SPAN LENGTH/100. CONTACT MODTRUSS FOR NON-DEFLECTION LIMITED LOADING INFORMATION AND L/180 DEFLECTION LIMITED
LOADING INFORMATION.

8. ALL DEFLECTIONS LISTED IN THE TABLE ARE BASED ON THEORETICAL VALUES, ACUTUAL DELFLECTION MAY VARY.
9. ALLOWABLE LOADS ARE BASED ON THE 2020 ALUMINUM DESIGN MANUAL AND AISC 360: SPECIFICATION FOR STEEL BUILDINGS.
10. SPANS ARE ASSUMED TO BE CONSTRUCTED WITH THE MINIMUM NUMBER OF TRUSS SECTIONS REQUIRED.

. THE ALLOWABLE LOADING HAS NOT BEEN REDUCED FOR REPETITIVE USE AS PER ANSI E1.2-2021. IF REPETITIVE USE IS REQUIRED, REDUCE LOADS BY A FACTOR OF 0.85.
. ALL MATERIAL MUST BE INSPECTED PRIOR TO USE AND SHALL MEET MODTRUSS INSPECTION PROGRAM. CONTACT MODTRUSS FOR MORE INFORMATION.

3. LOADS WERE EVALUATED FOR EXTERIOR CORNER BOLT LOCATIONS WITH (4) 5/8"@ GRADE 8 BOLT SETS AND (4) 6” MODTRUSS WASHER PLATES, (2) ON EACH SIDE OF
THE CONNECTION.

4. SPLICE PLATE ASSUMED TO BE INSTALLED ON THE BOTTOM AND OR TOP OF THE MODTRUSS IN TENSION AT THE END TO END BOLTED CONNECTION.
. EACH SPLICE PLATE HAS (8) 5/8"@ GRADE 8 BOLT SETS. CONTACT MODTRUSS FOR DETAILED SPLICE CONNECTION DRAWINGS.
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6” ALUMINUM TRUSS
COLUMN AXIAL CAPACITY TABLE

1. ALL COLUMNS ARE ASSUMED TO BE PINNED TOP AND BOTTOM AND USE AN EFFECTIVE
LENGTH FACTOR OF K =1.0.

2. ALL CAPACITIES ASSUME NO OTHER SHEAR, FLEXURE, OR TORSIONAL FORCES ARE

COLUMN UNBRACED LENGTH ALLOWABLE AXIAL LOAD APPLIED TO THE COLUMN.
Feet-Inches (Meters) Pounds (Kilograms) 3. ALL MATERIAL MUST BE INSPECTED PRIOR TO USE AND SHALL MEET MODTRUSS
10%-0” (3.05 m) 8,630 (3,914) INSPECTION PROGRAM. CONTACT MODTRUSS FOR MORE INFORMATION.

— 4. LOADS WERE EVALUATED FOR EXTERIOR CORNER BOLT LOCATIONS WITH
20RO IO GiED @57 (4) 5/8°0 GRADE 8 BOLT SETS AND (4) 6” MODTRUSS WASHER PLATES, (2) ON
300" (914 ) 3,930 (1783) EACH SIDE OF THE CONNECTION,

40%-0” (1219 m) 2,340 (1,061)
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6” ALUMINUM TRUSS
WITHOUT SPLICE PLATE

UNIFORMLY
DISTRIBUTED LOAD

CENTER
POINT LOAD

THIRD

POINT LOAD
Total Load = Point Load X 2

QUARTER

POINT LOAD
Total Load = Point Load X 3

FIFTH

POINT LOAD
Total Load = Point Load X 4

TRUSS SPAN
FEET-INCHES JRIEIININILY — — 3 —r 3 ¥ ~
(METERS)

TOTAL LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION

POUNDS _ INCHES POUNDS  INCHES POUNDS  INCHES POUNDS  INCHES POUNDS  INCHES

(kg) (mm) (kg) (mm) (kg) (mm) (kg) (mm) (kg) (mm)
5°-0” 3,510 0.06 1,755 0.05 1,316 0.06 878 0.06 731 0.06
(1.52 m) (1,592) (1.52) (796) 1.27) (597) (1.52) (398) (1.52) (332) (1.52)
10°-0” 1,730 0.23 863 0.18 648 0.24 432 0.22 360 0.23
(3.05 m) (785) (5.84) (391) (4.57) (294) (6.10) (196) (5.59) (163) (5.84)
15°-0” 1,125 0.52 560 0.42 420 0.53 280 0.50 233 0.52
(4.57 m) (510) 13,21 (254) (10.67) a9mn (13.46) a27) 12.70) (106) 13.21)
20’-0” 800 0.92 403 0.75 302 0.94 202 0.88 168 0.92
(6.10 m) (363) (23.37) 183) (19.05) 37) (23.88) (92) (22.35) (76) (23.37)
25°-0” 600 1.43 305 119 229 1.47 153 1.38 127 1.43
(7.62 m) (272) (36.32) (138) (30.23) 104) (37.34) (69) (35.05) (58) (36.32)
30’-0” 480 2.06 237 1.73 178 2.1 19 2.00 99 2.06
(9.14 m) (218) (52.32) 108) (43.94) 81 (53.59) (54) (50.80) 45) (52.32)

ALL LOAD VALUES ARE BASED ON THE ASSUMPTIONS AND GUIDELINES LISTED BELOW. ALL BIAXIAL LOADING, DYNAMIC LOADS, FIXED FRAMES, TORSIONAL FORCES,
CANTILEVERS, AND SPANS LONGER THAN MAXIMUM LISTED IN THE TABLE SHALL BE REVIEWED BY A LICENSED ENGINEER

. THE TRUSS WAS ANALYZED AS A SIMPLE SPAN BEAM WITH SUPPORTS AT TRUSS ENDS ONLY.

. ALL LOADS ARE ASSUMED TO BE APPLIED VERTICALLY TO THE TRUSS.

. ALL LOADS ARE STATIC, NO DYNAMIC OR SHOCK LOADING WAS CONSIDERED IN THE ANALYSIS.

. ALL LOADS ARE APPLIED CENTERED BETWEEN THE WALLS, SUCH THAT TORSIONAL FORCES ARE NOT INDUCED IN THE TRUSS.
. THE SELF-WEIGHT OF THE TRUSS HAS BEEN CONSIDERED IN THE ANALYSIS.
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MAXIMUM DEFLECTION IS LIMITED TO SPAN LENGTH/100. CONTACT MODTRUSS FOR NON-DEFLECTION LIMITED LOADING INFORMATION AND L/180 DEFLECTION LIMITED
LOADING INFORMATION.

8. ALL DEFLECTIONS LISTED IN THE TABLE ARE BASED ON THEORETICAL VALUES, ACUTUAL DELFLECTION MAY VARY.

9. ALLOWABLE LOADS ARE BASED ON THE 2020 ALUMINUM DESIGN MANUAL AND AISC 360: SPECIFICATION FOR STEEL BUILDINGS.

10. SPANS ARE ASSUMED TO BE CONSTRUCTED WITH THE MINIMUM NUMBER OF TRUSS SECTIONS REQUIRED.

1. THE ALLOWABLE LOADING HAS NOT BEEN REDUCED FOR REPETITIVE USE AS PER ANSI E1.2-2021. IF REPETITIVE USE IS REQUIRED, REDUCE LOADS BY A FACTOR OF 0.85.
12. ALL MATERIAL MUST BE INSPECTED PRIOR TO USE AND SHALL MEET MODTRUSS INSPECTION PROGRAM. CONTACT MODTRUSS FOR MORE INFORMATION.

13. LOADS WERE EVALUATED FOR EXTERIOR CORNER BOLT LOCATIONS WITH (4) 5/8"@ GRADE 8 BOLT SETS AND (4) 6" MODTRUSS WASHER PLATES, (2) ON EACH SIDE OF
THE CONNECTION.

1. ALL COLUMNS ARE ASSUMED TO BE PINNED TOP AND BOTTOM AND USE AN EFFECTIVE
LENGTH FACTOR OF K =1.0.

6” ALUMINUM TRUSS
COLUMN AXIAL CAPACITY TABLE

2. ALL CAPACITIES ASSUME NO OTHER SHEAR, FLEXURE, OR TORSIONAL FORCES ARE

COLUMN UNBRACED LENGTH APPLIED TO THE COLUMN.

Feet-Inches (Meters)

ALLOWABLE AXIAL LOAD

PEURElS (o ne) 3. ALL MATERIAL MUST BE INSPECTED PRIOR TO USE AND SHALL MEET MODTRUSS
8,630 (3.914) INSPECTION PROGRAM. CONTACT MODTRUSS FOR MORE INFORMATION.

10°-0” (3.05 m)

4. LOADS WERE EVALUATED FOR EXTERIOR CORNER BOLT LOCATIONS WITH

205054(610Im) 5:10012257) (4) 5/8'@ GRADE 8 BOLT SETS AND (4) 6" MODTRUSS WASHER PLATES, (2) ON
30%-0” (914 m) 3,930 (1.783) EACH SIDE OF THE CONNECTION.
40%-0” (1219 m) 2,340 (1,061)
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