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12” ALUMINUM TRUSS WITH SPLICE PLATE
AT CONNECTIONS

UNIFORMLY CENTER THIRD QUARTER FIFTH
DISTRIBUTED LOAD POINT LOAD POINT LOAD POINT LOAD POINT LOAD
Total Load = Point Load X 2 | Total Load = Point Load X 3 | Total Load = Point Load X 4
TRUSS SPAN
reeTincHEs (AT YY1 S IR SRR S TR T, U S S S, "
(METERS)

TOTAL LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION

POUNDS INCHES POUNDS INCHES POUNDS INCHES POUNDS INCHES POUNDS INCHES

(kg) (mm) (kg) (mm) (kg) (mm) (kg) (mm) (kg) (mm)
5-0” 23,270 0.04 13,849 0.03 10,387 0.04 6,924 0.04 5,770 0.04
(1.52 m) (10,555) (1.02) (6,282) (0.76) ,71) (1.02) (3,141 (1.02) (2,617) (1.02)
10’-0” 13,780 0.17 6,888 0.14 5,166 0.17 3,444 0.16 2,870 0.17
(3.05 m) (6,250) (4.32) (3,124) (3.56) (2,343) (4.32) (1,562) (4.06) (1,302) (4.32)
15°-0” 9,105 0.38 4,552 0.31 3,414 0.39 2,276 0.37 1,897 0.38
(4.57 m) (4,130) (9.65) (2,065) (7.87) (1,549) (9.91) (1,032) (9.40) (860) (9.65)
20’-0” 6,740 0.68 3,372 0.55 2,529 0.70 1,686 0.65 1,405 0.68
(610 m) (3,057) 7.27) (1,530) (13.97) (1,147) (17.78) (765) (16.51) (637) (17.27)
25’-0” 5,300 1.06 2,655 0.86 1,991 1.09 1,327 1.02 1,106 1.06
(7.62 m) (2,404) (26.92) (1,204) (21.84) (903) (27.69) (602) (25.91) (502) (26.92)
30’-0” 4,350 1.53 2,168 1.24 1,626 1.57 1,084 1.47 903 1.53
(914 m) (1,973) (38.86) (983) (31.50) (738) (39.88) (492) (37.34) (410) (38.86)
35’-0” 3,640 2.08 1,814 1.70 1,360 214 907 2.01 756 2.08
(10.67 m) (1,651) (52.83) (823) (43.18) (617) (54.36) 411 (51.05) (343) (52.83)
40°-0” 3,080 2.72 1,542 2.23 1,157 2.79 771 2.62 643 2.72
(1219 m) (1,397) (69.09) (699) (56.64) (525) (70.87) (350) (66.55) (292) (69.09)
45’-0” 2,655 3.44 1,325 2.85 994 3.52 663 3.32 552 3.44
(13.72 m) (1,204) (87.38) (601) (72.39) (451) (89.41) (301) (84.33) (250) (87.38)
50’-0” 2,300 4.25 1,147 3.54 860 4.35 574 4.1 478 4.25
(15.24 m) (1,043) (107.95) (520) (89.92) (390) (110.49) (260) (104.39) (217) (107.95)

1. ALL LOAD VALUES ARE BASED ON THE ASSUMPTIONS AND GUIDELINES LISTED BELOW. ALL BIAXIAL LOADING, DYNAMIC LOADS, FIXED FRAMES, TORSIONAL FORCES, CANTILEVERS, AND SPANS LONGER
THAN MAXIMUM LISTED IN THE TABLE SHALL BE REVIEWED BY A LICENSED ENGINEER

2. THE TRUSS WAS ANALYZED AS A SIMPLE SPAN BEAM WITH SUPPORTS AT TRUSS ENDS ONLY.

3. ALL LOADS ARE ASSUMED TO BE APPLIED VERTICALLY TO THE TRUSS.

4. ALL LOADS ARE STATIC, NO DYNAMIC OR SHOCK LOADING WAS CONSIDERED IN THE ANALYSIS.

5. ALL LOADS ARE APPLIED CENTERED BETWEEN THE WALLS, SUCH THAT TORSIONAL FORCES ARE NOT INDUCED IN THE TRUSS.

6. THE SELF-WEIGHT OF THE TRUSS HAS BEEN CONSIDERED IN THE ANALYSIS.

7. MAXIMUM DEFLECTION IS LIMITED TO SPAN LENGTH/100. CONTACT MODTRUSS FOR NON-DEFLECTION LIMITED LOADING INFORMATION AND L/180 DEFLECTION LIMITED LOADING INFORMATION
8. ALL DEFLECTIONS LISTED IN THE TABLE ARE BASED ON THEORETICAL VALUES, ACUTUAL DELFLECTION MAY VARY.

9. ALLOWABLE LOADS ARE BASED ON THE 2020 ALUMINUM DESIGN MANUAL AND AISC 360: SPECIFICATION FOR STEEL BUILDINGS.

10. SPANS ARE ASSUMED TO BE CONSTRUCTED WITH THE MINIMUM NUMBER OF TRUSS SECTIONS REQUIRED.

1. THE ALLOWABLE LOADING HAS NOT BEEN REDUCED FOR REPETITIVE USE AS PER ANSI E1.2-2021. IF REPETITIVE USE IS REQUIRED, REDUCE LOADS BY A FACTOR OF 0.85.

12. ALL MATERIAL MUST BE INSPECTED PRIOR TO USE AND SHALL MEET MODTRUSS INSPECTION PROGRAM. CONTACT MODTRUSS FOR MORE INFORMATION

13. LOADS WERE EVALUATED FOR EXTERIOR CORNER BOLT LOCATIONS WITH (4) 5/8"@ GRADE 8 BOLT SETS AND (4) 12" MODTRUSS WASHER PLATES, (2) ON EACH SIDE OF THE CONNECTION.
14. SPLICE PLATE ASSUMED TO BE INSTALLED ON THE BOTTOM AND OR TOP OF THE MODTRUSS IN TENSION AT THE END TO END BOLTED CONNECTION.

15. EACH SPLICE PLATE HAS (8) 5/8”"@ GRADE 8 BOLT SETS. CONTACT MODTRUSS FOR DETAILED SPLICE CONNECTION DRAWINGS.

1. ALL COLUMNS ARE ASSUMED TO BE PINNED TOP AND BOTTOM AND USE AN EFFECTIVE LENGTH FACTOR OF K =1.0
12” ALUMINUM TRUSS

COLUMN AXIAL CAPACITY TABLE 2. ALL CAPACITIES ASSUME NO OTHER SHEAR, FLEXURE, OR TORSIONAL FORCES ARE APPLIED TO THE COLUMN.
3. ALL MATERIAL MUST BE INSPECTED PRIOR TO USE AND SHALL MEET MODTRUSS INSPECTION PROGRAM. CONTACT MODTRUSS

COLUMN UNBRACED LENGTH ALLOWABLE AXIAL LOAD

Feet-Inches (Meters) Pounds (Kilograms) FOR MORE INFORMATION.

10'-0" (3.05 m) 31,230 (14,166) 4. LOADS WERE EVALUATED FOR EXTERIOR CORNER BOLT LOCATIONS WITH (4) 5/8"@ GRADE 8 BOLT SETS
20’-0” (610 m) 26,130 (11.852) AND (4) 12" MODTRUSS WASHER PLATES, (2) ON EACH SIDE OF THE CONNECTION.

30°-0” (9.14 m) 21,300 (9,662)

40’-0” (1219 m) 16,770 (7,607)

50%-0” (15.24 m) 12,520 (5,679)
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12” ALUMINUM TRUSS WITHOUT SPLICE
PLATE AT CONNECTIONS

UNIFORMLY CENTER THIRD QUARTER FIFTH
DISTRIBUTED LOAD POINT LOAD POINT LOAD POINT LOAD POINT LOAD
Total Load = Point Load X 2 | Total Load = Point Load X 3 | Total Load = Point Load X 4
TRUSS SPAN
reeTincHEs (I YU T S R SR Y TR T, P S S S, "
(METERS)

TOTAL LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION POINT LOAD DEFLECTION

POUNDS INCHES POUNDS INCHES POUNDS INCHES POUNDS INCHES POUNDS INCHES

(kg) (mm) (kg) (mm) (kg) (mm) (kg) (mm) (kg) (mm)
5-0” 20,610 0.03 10,306 0.03 7,729 0.03 5,153 0.03 4,294 0.03
(1.52 m) (9,349) (0.76) (4,675) (0.76) (3,506) (0.76) (2,337) (0.76) (1,948) (0.76)
10’-0” 10,230 0.13 517 0.10 3,838 0.13 2,558 0.12 2,132 0.13
(3.05m) (4,640) (3.30) (2,321 (2.54) (1,741) (3.30) (1,160) (3.05) (967) (3.30)
15°-0” 6,735 0.28 3,371 0.23 2,528 0.29 1,686 0.27 1,405 0.28
(4.57 m) (3,055) (71) (1,529) (5.84) (1,147) (7.37) (765) (6.86) (637) (711)
20’-0” 4,980 0.51 2,486 0.41 1,865 0.52 1,243 0.49 1,036 0.51
(610 m) (2,259) (12.95) (1,128) (10.41) (846) (13.21) (564) (12.45) (470) (12.95)
25’-0” 3,900 0.79 1,946 0.64 1,459 0.81 973 0.76 81 0.79
(7.62 m) (1,769) (20.07) (883) (16.26) (662) (20.57) 4410 (19.30) (368) (20.07)
30’-0” 3,150 114 1,578 0.93 1,183 117 789 110 657 114
(914 m) (1,429) (28.96) (716) (23.62) (537) (29.72) (358) (27.94) (298) (28.96)
35’-0” 2,625 1.55 1,308 1.28 981 1.59 654 1.49 545 1.55
(10.67 m) (1,191) (39.37) (593) (32.51) (445) (40.39) (297) (37.85) (247) (39.37)
40°-0” 2,200 2.02 1,099 1.68 824 2.07 550 1.96 458 2.02
(1219 m) (998) (51.31) (498) (42.67) (374) (52.58) (249) (49.78) (208) (51.31)
45’-0” 1,845 2.56 932 215 699 2.62 466 2.48 388 2.56
(13.72 m) (837) (65.02) (423) (54.61) (317) (66.55) (@)} (62.99) (176) (65.02)
50’-0” 1,600 3.16 793 2.68 595 3.23 396 3.07 330 3.16
(15.24 m) (726) (80.26) (360) (68.07) (270) (82.04) (180) (77.98) (150) (80.26)

1. ALL LOAD VALUES ARE BASED ON THE ASSUMPTIONS AND GUIDELINES LISTED BELOW. ALL BIAXIAL LOADING, DYNAMIC LOADS, FIXED FRAMES, TORSIONAL FORCES, CANTILEVERS, AND SPANS LONGER
THAN MAXIMUM LISTED IN THE TABLE SHALL BE REVIEWED BY A LICENSED ENGINEER

2. THE TRUSS WAS ANALYZED AS A SIMPLE SPAN BEAM WITH SUPPORTS AT TRUSS ENDS ONLY.

3. ALL LOADS ARE ASSUMED TO BE APPLIED VERTICALLY TO THE TRUSS.

4. ALL LOADS ARE STATIC, NO DYNAMIC OR SHOCK LOADING WAS CONSIDERED IN THE ANALYSIS.

5. ALL LOADS ARE APPLIED CENTERED BETWEEN THE WALLS, SUCH THAT TORSIONAL FORCES ARE NOT INDUCED IN THE TRUSS.

6. THE SELF-WEIGHT OF THE TRUSS HAS BEEN CONSIDERED IN THE ANALYSIS.

7. MAXIMUM DEFLECTION IS LIMITED TO SPAN LENGTH/100. CONTACT MODTRUSS FOR NON-DEFLECTION LIMITED LOADING INFORMATION AND L/180 DEFLECTION LIMITED LOADING INFORMATION
8. ALL DEFLECTIONS LISTED IN THE TABLE ARE BASED ON THEORETICAL VALUES, ACUTUAL DELFLECTION MAY VARY.

9. ALLOWABLE LOADS ARE BASED ON THE 2020 ALUMINUM DESIGN MANUAL AND AISC 360: SPECIFICATION FOR STEEL BUILDINGS.

10. SPANS ARE ASSUMED TO BE CONSTRUCTED WITH THE MINIMUM NUMBER OF TRUSS SECTIONS REQUIRED.

1. THE ALLOWABLE LOADING HAS NOT BEEN REDUCED FOR REPETITIVE USE AS PER ANSI E1.2-2021. IF REPETITIVE USE IS REQUIRED, REDUCE LOADS BY A FACTOR OF 0.85.

12. ALL MATERIAL MUST BE INSPECTED PRIOR TO USE AND SHALL MEET MODTRUSS INSPECTION PROGRAM. CONTACT MODTRUSS FOR MORE INFORMATION

13. LOADS WERE EVALUATED FOR EXTERIOR CORNER BOLT LOCATIONS WITH (4) 5/8"@ GRADE 8 BOLT SETS AND (4) 12" MODTRUSS WASHER PLATES, (2) ON EACH SIDE OF THE CONNECTION.

1. ALL COLUMNS ARE ASSUMED TO BE PINNED TOP AND BOTTOM AND USE AN EFFECTIVE LENGTH FACTOR OF K =1.0.

12” ALUMINUM TRUSS

COLUMN AXIAL CAPACITY TABLE 2. ALL CAPACITIES ASSUME NO OTHER SHEAR, FLEXURE, OR TORSIONAL FORCES ARE APPLIED TO THE COLUMN
3. ALL MATERIAL MUST BE INSPECTED PRIOR TO USE AND SHALL MEET MODTRUSS INSPECTION PROGRAM. CONTACT
COLUMN UNBRACED LENGTH ALLOWABLE AXIAL LOAD MODTRUSS
Feet-Inches (Meters) Pounds (Kilograms)
FOR MORE INFORMATION.
10’-0” (3.05 m) 31,230 (14,166)
4. LOADS WERE EVALUATED FOR EXTERIOR CORNER BOLT LOCATIONS WITH (4) 5/8"@ GRADE 8 BOLT SETS
HIHS® (G i) 2D ) AND (4) 12" MODTRUSS WASHER PLATES, (2) ON EACH SIDE OF THE CONNECTION.
30’-0” (914 m) 21,300 (9,662)
40’-0” (1219 m) 16,770 (7,607)
50’-0” (15.24 m) 12,520 (5,679)
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